
SUBMITTING
E-mail 
CD / DVD 
Our FTP server (request our manual) 
Via your own FTP server (please provide a username / password) 
An upload-site on the internet, e.g. www.WeTransfer.com (Dutch, free of charge, no account needed, up to 2 GB) 

SOFTWARE 
We support all common software packages, such as: 
Adobe CS5 and older (Illustrator, Photoshop and InDesign) 
Adobe Acrobat (PDF or certified PDF) 
ArtPro 

COLOUR 
Artwork should always be in CMYK and never in RGB. RGB is only suitable for use on display screens and gives unwanted 
results when printing. When using spot colours (Pantone, RAL or HKS), the naming of the colours should be uniform. So 
never use PANTONE 877 C in combination with PANTONE 877 CV or PANTONE 877 CVC. These are seen as different 
colours by the image setter. If you want special corporate colours, please provide a colour model. Paint swatches are 
also possible. 

BARCODES   
Barcodes should preferably be submitted in black or a dark colour on a white or light background. Never use red for 
the barcode. Red is not read by the barcode scanner. Never use reversed barcodes. Barcodes should be a minimum 
size (80%) to be properly scanned. We cannot guarantee the readability of submitted barcodes smaller than this. We 
generally place barcodes in the artwork ourselves with the specifications that give the best results for our printing 
process. You should let us know when submitting the artwork if we are not allowed to adjust your barcode. In this 
case, we can’t guarantee the readability of the barcode.             

Barcodes that we can create:
EAN 8
EAN 13
UPC A
Code 128
Code 39
Interleaved 2 or 5
Codabar
QR
Data matrix
Various less common barcodes

TECHNICAL SPECIFICATIONS
We prefer to apply trapping ourselves (0.1 mm) because not every printing process needs trapping and some cases 
require deviation from the standard. 
You do not have to take dot gain or the minimum dot into account. We do this, depending on the printing process.
Text should be at least 4 dots in size (deviation from this can occur in consultation).
Reversed text should preferably be in a bold font. 
Lines should be at least 0.3 points thick. 
Images must be at least 300 dpi and should be included, preferably as TIF. Other formats such as JPG, GIF, PNG, BMP 
are also supported but are not suitable for printing in many cases.
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Artwork submission specifications.



Text can be submitted in outline or as editable text. In 
that case, please include the font used.
Submit your artwork with at least a 1 mm bleed.
Set crop marks and/or a die in the artwork so we can 
see how big the label should be. 
Preferably use a spot colour for the die and label that 
colour Die. 
It’s best to create artwork in a vector program such 
as Illustrator and save it with the Al extension. Vectors 
allow for unlimited scaling without compromising the 
quality of the print work (resolution independent). 
Also, any colour adjustments and text changes are 
easily carried out in Illustrator. It is important to select 
the ‘create PDF-compatible file’ option when saving.
If your artwork is created in InDesign, we prefer to receive 
the InDesign file. This allows us to make changes 
easily in the artwork for you later on. If you prefer to 
provide a PDF, it’s important that the PDF be created 
in the right way. Use the highest possible PDF level, 
preferably PDF 1.6 or higher. Use the ‘High Resolution’ 
setting for the Transparency Flattener.

VDP (VARIABLE DATA PRINTING) 
With our HP Indigo WS6600 digital printing press, we 
can print variable data easily (e.g. labels with sequential 
numbering and/or barcode). We need a database for 
this. We create this database ourselves for sequential 
numbering, but the database must be provided to us 
for unique codes (e.g. unique win codes for a lottery 
or warehouse location labels). This database must 
meet certain requirements: 
All variables for 1 label should be on 1 line. If 1,000 
labels must be printed the database will consist of 
1,000 lines. 
Each variable must be in 1 cell. If there are 4 variables on one label, there should be 4 cells on 1 line.
If a specific series of labels must be on separate rolls, please put each series on a separate tab. 
It’s also important that you specify the type of barcode when a label must have a barcode. 

Please contact us if you have any questions about this document and/or about the artwork you wish to submit. 
Alternatively, you can visit our office and see for yourself what we can do for you regarding artwork. 
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